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3-KEY LINE VOLTAGE WALL SWITCH 
FIELD INSTALLABLE
Integrated Bluetooth® Mesh Technology

DIMENSIONS WIRING

TECHNICAL SPECS 

The 3 Key Line Voltage Wall Switch is a versatile Bluetooth® wireless wall switch that offers seamless control. It enables 
various features, including ON/OFF and dimming control. Set up and re-program or re-group fixtures easily with our Genio app 
via a smart phone. The switch can be used to retrofit a standard wall switch. Compatible with all standard wall plates.

Input Voltage: 120-277 V AC
Frequency: 50/60 Hz
Input Current: 10 mA Max
Color: Plate/White, Housing/Black
Operating Temperature: 0 °C to 40 °C (32 °F to 104 °F) 
Housing Material: UL 94-5 VA
Bluetooth® Transmit: 100 ft Max
Radio Frequency: 2.4 GHz ± 75 MHz
IP Rating: IP20

ORDERING INFORMATION
Order Code: 69737
Model Number: CTRL-KBSW-001
UPC: 069549029583
DLC ID: N-HK2HBX
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1 3/4" (4.35 cm)

4" 
(10.28 cm)

Data is based upon tests performed in a controlled environment. Actual performance can vary depending on operating conditions. 
All products are subject to change or may be discontinued any time without notice.

Qty Description Price

I accept the specifications of the accessory configuration mentioned above.
Name:
Company:
Signature:        Date:

• Bluetooth® 5.0 network technology enables the switch to be linked to one or more light groups via the Genio app 
• Easily retrofit existing wall switches (neutral is required)

Features

Specifications

Input Voltage AC120-277V

Frequency 50/60Hz

Input Current 10mA Max

Bluetooth Transmit 100ft Max

Radio Frequency 2.4GHz ± 75MHz

Bluetooth Version 5.0

Housing Material UL 94-5VA

Operating Temperature 0°C to 40°C, 32°F to 104°F

Storage Temperature -30°C to 85°C, -22°F to 185°F

IP Rating IP20

Color Plate/White, Housing/Black

Warranty 5 year warranty

Compliance UL60730, UL1376, RoHS

Safety

cULus Listed LED Controller
E347437
FCC ID: 2A26YWP1013S
DID: D061367
DLC: NLTRC5KL0TN

Description

The Keilton+autani WP1013S is a line-voltage Bluetooth wireless wall switch. It 
provides wireless control of Keilton+autani devices, enabling ON/OFF, DIM+, and 
DIM- functions. WP1013 can be used to retrofit a standard wall switch.

WP1013S.A0

Features

• 120-277VAC
• Ideal retrofit of existing wall controls (neutral is required)
• Quick push-button control of Keilton+autani devices via Bluetooth
• Bluetooth 5.0 network technology enables the switch to be linked to one or 

more light groups via the Keilton+autani app

WP1013S Series 
3-Key Line Voltage BT Wall Switch

Ordering Information

Model Description

WP1013S.A0 3-Key Line Voltage BT Wall Switch

Requirements

• Requires a Decora switch plate (not included)

Wiring

Speci�cations

Input Voltage AC120-277V

Frequency 50/60Hz

Input Current 10mA Max

Bluetooth Transmit 100ft Max

Radio Frequency 2.4GHz ± 75MHz

Bluetooth Version 5.0

Housing Material UL 94-5VA

Operating Temperature 0°C to 40°C, 32°F to 104°F

Storage Temperature -30°C to 85°C, -22°F to 185°F

IP Rating IP20

Color Plate/White, Housing/Black

Warranty 5 year warranty

Compliance UL60730, UL1376, RoHS

Safety

cULus Listed LED Controller
E347437
FCC ID: 2A26YWP1013S
DID: D061367
DLC: NLTRC5KL0TN

Description

The Keilton+autani WP1013S is a line-voltage Bluetooth wireless wall switch. It 
provides wireless control of Keilton+autani devices, enabling ON/OFF, DIM+, and 
DIM- functions. WP1013 can be used to retro�t a standard wall switch.

WP1013S.A0

Features

•  120-277VAC
•  Ideal retro�t of existing wall controls (neutral is required)
•  Quick push-button control of Keilton+autani devices via Bluetooth
•  Bluetooth 5.0 network technology enables the switch to be linked to one or 

more light groups via the Keilton+autani app

WP1013S Series  
3-Key Line Voltage BT Wall Switch

Ordering Information

Model Description

WP1013S.A0 3-Key Line Voltage BT Wall Switch

Requirements

•  Requires a Decora switch plate (not included)

Wiring
Dimensions

Product Label

The Bluetooth word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by LiteTrace is under license.
Other trademarks and trade names are those of their respective owners.

App Download

Due to our continued efforts to improve our products, specifications are subject to change without notice.

Contact Us

7090 Columbia Gateway Drive, Suite 140, Columbia, MD 21046, USA

T: +1 443-320-2233 (M-F 9am-5pm ET) 

E: support@autani.com

Revised on 4-2-2024

ELECTRICAL
 — Communication mode: Bluetooth

 — Input Voltage: 120-277V

 — Flame rating: UL 94-5VA

WARRANTY
 — 5 year

 — NLB Trusted Warranty Program 

CERTIFICATIONS   
& LISTINGS 

 — FCC ID

 — DLC NLC 5.0

 — Damp Rated

 — Bluetooth Mesh

 — UL1376 Gold Rating 

INSTALLATION
 — Commission and Configure with 
LEDVANCE LINK™ app

 — Line Voltage 120-277V retrofit 
installation (neutral wire required)

 — Back plate is included

 — Blue LED Indictor LED status light

 — Refer to Commissioning Guide for 
details on setup and options

ORDERING GUIDE 
WALLSWITCH / 5KEY BLE

PRODUCT NAME NUMBER OF KEYS BLUETOOTH COMPATIBILTIY

WALLSWITCH1A = Bluetooth Mesh Line Voltage 3 Button Switch 3KEY = 3 keys BLE = Bluetooth Mesh enabled

ORDERING INFORMATION

ITEM # ORDERING ABBREVIATION INPUT VOLTAGE
BLUETOOTH MESH 
COMPATIBILITY WIRELESS RANGE

63829  WALLSWITCH1A3KEYUNVBLE 120-277V Yes 100ft Max. (line of sight)

SPECIFICATIONS
VOLTAGE 120-277VAC

COLOR White

OPERATING TEMPERATURE -10°C to +45°C

OPERATING HUMIDITY <90 RH

NET WEIGHT 10g (without batteries)

WIRELESS RANGE 100ft Max. (clear line of sight)

FCC ID 2A26YLTKTVT2022

IC 22164-SENSOR
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GENIO CONTROL SYSTEM FEATURES
Genio is Stanpro’s smart brand of lighting and emergency lighting. Integrating the latest in Bluetooth® Mesh technology, Genio 
products allow for customizable features that can be adjusted at your fingertips using a smartphone or other compatible devices. 
This system is easy to use, versatile and futureproof! Please see below for some of the key features1 of the Genio control system:  

The Bluetooth® word mark and logos are owned by the Bluetooth SIG, Inc. and any use of such marks by Ascot Capital Group is under license. Other trademarks and trade names are those of 
their respective owners.

1 Please note that the features mentioned are part of a broader range of characteristics relating to the Genio Ecosystem and may not be applicable to this specific product. Customers are
 advised to review the product specifications carefully to understand their capabilities.

LIGHTS 

Instantly control the color temperature, wattage, lumen output and dimming.

GROUPS 

Easily group luminaires together and control them as a single unit. 

SCENES  

Customize your lighting through scenes and create different atmospheres for occasions and activities.

SCHEDULES   

Set schedules to specify dates, times and recurrence patterns for changing the settings of your lighting.

SENSOR    

Adjust the integrated PIR motion sensor and daylight harvesting settings.

Download our App 
Instruction Guide

Lights
- Add
- Name or Rename
- Dimming and Color
 Tuning
- Delete
- Sensor Settings

Groups
- Create
- Rename
- Delete
- Add or Remove Lights
- Adjust Group Linkage Level
- Turn On/Off
- Adjust Group Dimming
- Activate Auto Mode

Scenes
- Create
- Edit 
- Delete

Schedules
- Creating
- Associate a Schedule To
 Lights, Groups, or Scenes
- Set a Repeating
- Set Fade Time
- Delete
- Enable Or Disable
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