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FLUO LED 
LED UNDERCABINET LUMINAIRE  
5 CCT Selectable
Slim Bar
Enhance the workspace with optimal illumination with the FLUO LED series. This series 
ensures a clutter-free and well-lit environment, which is the ideal choice for a variety of 
applications ranging from task to accent lighting. The integrated 5-color selectable switch 
on each bar helps achieve a comfortable environment, select the color temperature that 
best suits the chosen space.

• Construction  

Physical Characteristics
 − White aluminum housing

 − Frosted polycarbonate lens

 − 5 CCT selectable switch is placed on each bar

 − ON/OFF switch available in: 14", 23", 35", and 47" 

Mounting
 − Surface mount

 − Daisy chain up to 300 W

 − For an installation without interruption,  use the 
end to end connector (included in the box)

 − The 120 V power cord and the hardwire box can 
be used to make connections to the main power 
(see accessories)

• Performance Data
 − Available in 2 700/3 000/3 500/4 000/5 000 K 
selectable color temperature

 − 90+ CRI for true color accuracy

 − Electrical ratings: 120 V

 − Estimated life of over 54 000 hours to L70 

 − Phase cut (ELV / Triac) dimming standard

 − Operating temperature: -20 °C to 40 °C  
(-4 °F to 104 °F)

• Compliances
 − cETLus listed for damp location
 − Meets requirements of ICES-005 issue 5 class B 
for use in residential applications

FEATURES AND SPECIFICATIONS

OVERVIEW
Light source LED

Watts (W) 3, 5, 10, 15, 20

Lumen output (lm) 222 - 1 987

Efficiency (lm/W) 74 - 99

Color temperature (K) 2 700/3 000/3 500/4 000/5 000

CRI 90+

2 700/3 000/3 500/4 000/5 000 K

CCT  TCC
5

warranty

yrs5 quick
ship

LED
�xture

dimmable damp
location

ICES
005

10"

14", 23", 35", and 47"
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Data is based upon tests performed in a controlled environment. Actual performance can vary depending on operating conditions. 
All products are subject to change or may be discontinued any time without notice.

FLUO LED
QUICK SHIP AND TECHNICAL SPECIFICATION TABLE  1

Order 
Code

Model number Watts  
 

(W)

Volts  
 

(VAC)

Color Temp. 
(K)1

Lumen 
Output 
(lm)2,3

Efficacy  
 

(lm/W)

CRI Life  
L70  

(hrs)4

Tested 
hours LM-80 

(hrs)4

Beam 
Angle 

(°)

Housing 
finish

Lens
finish

Dimmable
 

(Yes/No)

Power 
Factor

THD 
 

(%)

Master 
case 
qty 

5 CCT Selectable
10"
69920 UCFL10-3W-A-5CWH 3 120 2 700/3 000/3 500/4 000/5 000 239 80 90+ 54 000 9 000 120 White Frosted Yes >0.90 <15 20

14"
69921 UCFL14-5W-A-5CWH 5 120 2 700/3 000/3 500/4 000/5 000 448 90 90+ 54 000 9 000 120 White Frosted Yes >0.90 <15 20

23"
69922 UCFL23-10W-A-5CWH 10 120 2 700/3 000/3 500/4 000/5 000 855 86 90+ 54 000 9 000 120 White Frosted Yes >0.90 <15 20

35"
69923 UCFL35-15W-A-5CWH 15 120 2 700/3 000/3 500/4 000/5 000 1 136 76 90+ 54 000 9 000 120 White Frosted Yes >0.90 <15 20

47"
69924 UCFL47-20W-A-5CWH 20 120 2 700/3 000/3 500/4 000/5 000 1 787 89 90+ 54 000 9 000 120 White Frosted Yes >0.90 <15 20

 1 Typical color temperature range: +/- 5 %.
 2 Lumen values are derived from photometric testing. Initial lumens range: +/- 10 %.
 3 Lumen values are based on 3 500 K default programming. Please refer to the LUMEN SPECIFICATION TABLE for more details on other color temperatures.
 4 Life hours are derived from IESNA LM-80 testing report and projected per IESNA TM-21-11 extrapolations.

Screws (2 units) Fixing Clips (2 units) End to End connector (1 unit)

LUMEN SPECIFICATION TABLE

Order 
code

Model 
number

Watts

(W)

2 700 K 3 000 K 3 500 K 4 000 K 5 000 K

Lumen output 
(lm)

Efficacy
(lm/W)

Lumen output 
(lm)

Efficacy
(lm/W)

Lumen output 
(lm)

Efficacy
(lm/W)

Lumen output 
(lm)

Efficacy
(lm/W)

Lumen output 
(lm)

Efficacy
(lm/W)

69920 UCFL10-3W-A-5CWH 3 222 74 231 77 239 80 244 81 251 84
69921 UCFL14-5W-A-5CWH 5 415 83 428 86 448 90 459 92 475 95
69922 UCFL23-10W-A-5CWH 10 797 80 826 83 855 86 882 88 907 91
69923 UCFL35-15W-A-5CWH 15 1 050 70 1 091 73 1 136 76 1 174 78 1 204 80
69924 UCFL47-20W-A-5CWH 20 1 679 84 1 741 87 1 787 89 1 883 94 1 987 99

DEFAULT PROGRAMMING
3 500 K

ACCESSORIES (order separately)
Order code Model number Type Length in 

(cm)
Figure Case qty 

(master)

67202 UCS/PLUG/120V/STD 120 V Power Cord Plug 73 5/8 (181) A 100

67203 UCS/JUMPER/6IN/STD 6" Jumper 6 (15) B 500

67204 UCS/JUMPER/24IN/STD 24" Jumper 24 (61) B 250

67205 UCS/JUMPER/36IN/STD 36" Jumper 36 (91) B 100

677871 UC/HARDWIREBOX/120V/STD Hardwire Box 6.5 (17) C 50
 
 1 The hardwire junction box does not include jumper cables.

READ and UNDERSTAND these instructions before
installing the luminaire.

WARNING
ELECTRICAL SHOCK HAZARD  

EN FR

LISEZ cette notice et assurez-vous de la
COMPRENDRE avant de monter le luminaire.

 AVERTISSEMENT
RISQUE D’ÉLECTROCUTION

Installation Instructions / Notice de montage

Disconnect the Electrical supply power at the services panel (fuse or circuit 
breaker box). Failure to do so could result in serious injury.
Only qualified electricians should install this luminaire and the installation 
MUST conform to the Canadian Electrical Code Part I, NEC and any local codes 
and ordinances.
Make sure you have the proper tools and materials to complete the installa-
tion before attempting to install the luminaire.

Couper l’alimentation du courant électrique au panneau de service (boîte de 
fusibles ou disjoncteurs), sans quoi il pourrait en résulter des blessures sérieuses.
Seuls des électriciens qualifiés devraient installer ce luminaire et l’installation 
DOIT être conforme au Code canadien de l’électricité, Première partie, NEC 
ainsi qu’aux codes et règlements locaux. 
Assurez-vous d’avoir les outils et le matériel nécessaires à l’installation avant 
d’essayer d’installer le luminaire.

INSTALLATION: COUPER L’ALIMENTATION AVANT L’INSTALLATION

INSTALLATION ENFICHABLE (FIG. 3)
1. Fixez le cordon d’alimentation au réceptacle d’ENTRÉE à une extrémité du luminaire. Le 
cordon d’alimentation se branche uniquement au réceptacle d’ENTRÉE. Ne forcez pas le 
branchement; il devrait se faire aisément.
2. Branchez le cordon d’alimentation à l’alimentation électrique.
3. Consultez la section « Montage en surface » pour les étapes suivantes.

INSTALLATION CÂBLÉE (FIG. 4)
*La boîte de branchement direct est requise (vendue séparément - 67787)
Le guide de connexion complet est fourni avec la boîte de branchement direct

MONTAGE EN SURFACE (FIG. 5)
1. Établissez l'emplacement et l’espace d’installation du FLUO DEL sous l’armoire et marquez 
l’emplacement des vis. Il faut installer le premier luminaire à une distance de 1,8 m (6 pi) ou 
moins d’une prise de courant, sans quoi le cordon d’alimentation ne sera pas assez long.
2. Fixez les agrafes à la surface désirée à l’aide des vis de montage. Resserrez les vis 
solidement. (Illustration 1)
3. Poussez le luminaire à l’intérieur des agrafes jusqu’à ce que vous entendez un ‘’click’’, 
connectez ensuite le cordon d’alimentation au luminaire. (Illustration 2)

RACCORD DE PLUSIEURS LUMINAIRES À L’AIDE DE BRETELLES (FIG. 6)
1. Retirez les vis du capuchon de plastique qui recouvre le port d’alimentation sur le luminaire.
2. La bretelle est munie d’une fiche distincte de connecteur à chaque extrémité et se 
branche dans une direction seulement. Tentez d’insérer une extrémité de la bretelle dans 
le port d’alimentation; si cette démarche échoue, procédez avec l’autre extrémité de la 
bretelle. Ne tentez pas d’insérer la fiche avec force. Assurez-vous que les fiches aux deux 
extrémités sont bien insérées dans les ports des deux luminaires.
NOTE: - La puissance totale raccordable est de 300 watts.
- N’utilisez pas le cordon d’alimentation 120V pour allumer et éteindre les luminaires. Chaque luminaire 
s’allume et s’éteint au moyen de l’interrupteur de mise en marche/d’arrêt situé sur chaque luminaire

INSTALLATION DU CONNECTEUR BOUT À BOUT (FIG. 7)
1. Retirez les vis du capuchon de plastique qui recouvre le port d’alimentation sur le luminaire.
2. Le connecteur bout à bout est muni d’une fiche distincte de connecteur à chaque extrémité 
et se branche dans une direction seulement. Tentez d’insérer une extrémité du connecteur bout 
à bout dans le port d’alimentation du nouveau luminaire; si cette démarche échoue, procédez 
avec l’autre extrémité du connecteur bout à bout. Ne tentez pas d’insérer la fiche avec force.
3. Alignez le connecteur bout à bout des deux luminaires.
4. Poussez le nouveau luminaire vers le luminaire existant jusqu’à ce que les deux soient 
alignés et que les connecteurs puissent s’enclencher l’un à l’autre. Les luminaires 
devraient s’ajuster nettement et justement bout à bout lorsque l’installation est terminée.

INSTALLATION: TURN OFF THE POWER BEFORE PROCEEDING WITH THE INSTALLATION.

PLUG-IN INSTALLATION (FIG. 3)
1. Attach the power cord to the "INPUT" receptacle on one end of the luminaire. Do not 
force connection, it should snap in easily.
2. Plug the power cord into the power supply.
3. Refer to the ‘Surface Mount’ section for the following steps.

HARDWIRE INSTALLATION (FIG. 4)
*The Hardwire Box is required (sold separately - 67787)
Connection guide provided with the hardwire box.

SURFACE MOUNT INSTALLATION (FIG. 5)
1. Determine the position and location of the FLUO LED and mark the position of the 
screws. The first luminaire must be installed within 6 ft of a power outlet; otherwise the 
power cord will not be long enough.
2. Attach the fixing clips to the desired surface using the mounting screws. Tighten the 
screws securely. (Fig.1)
3. Push the luminaire until a ‘’click’’ is heard and then connect the power cord to the 
luminaire. (Fig. 2)

JOINING MULTIPLE LUMINAIRES USING JUMPERS (FIG. 6)
1. Remove the screws on the plastic cap that covers the
power port on the luminaire.
2. The linking cord is fitted with a distinct cord connector plug at each end and will only 
connect one way. Try inserting one end of the linking cord into the power port, if that fails 
try the other end of the linking cord. Do not try to force the plug into the port. Make sure 
plugs on both ends are fully inserted into ports on both fixtures.
NOTE: - Linkable total wattage is 300 watts.
- Do not use jumper cord as a means to turn luminaires on and off. Each light can be individually operated 
by the on/off switch located on each fixture.

INSTALLING OF THE END TO END CONNECTOR (FIG. 7)
1. Remove the screws on the plastic cap that covers the power port on the luminaire.
2. The End to End connector is fitted with a distinct cord connector plug at each end and 
will only connect one way. Try inserting one end of the End-to-End connector into the 
power port of the new fixture, if that fails try the other end of the End-to-End connector. 
Do not try to force the plug into the port.
3. Align the End-to-End connector on end of both luminaires.
4. Push the new luminaire to existing luminaire until they are flush and connectors snap 
together. The luminaires should fit fully and squarely end-to-end when mounting is 
complete.

CAUTION 
• Suitable for use in damp locations.
• Use only on 120 VAC, 60 Hz circuits.
• Operating temperatures: -20 °C to 40 °C (-4 °F to 104 °F)
• 5 year limited warranty.
• For complete dimmer compatibility and warranty information visit 
www.standardpro.com

MISE EN GARDE
• Convient aux emplacements humides.
• N’utiliser que sur des circuits de 120 VAC, 60 Hz.
• Températures de fonctionnement : -20 °C à 40 °C (-4 °F à 104 °F)
• Garantie limitée de 5 ans.
• Pour obtenir des informations complètes sur les gradateurs compatibles 
ainsi que les garanties, visitez www.standardpro.com.

End to End connector (1 unit)
Connecteur bout à bout (1 unité)

   

Fixing Clips (2 units)
Agrafes de fixation (2 unités)

   

Screws (2 units)
Vis (2 unités)

18023 - FLUO LED 120 V

1 INCLUDED IN THE BOX / INCLUS DANS LA BOÎTE

READ and UNDERSTAND these instructions before
installing the luminaire.

WARNING
ELECTRICAL SHOCK HAZARD  

EN FR

LISEZ cette notice et assurez-vous de la
COMPRENDRE avant de monter le luminaire.

 AVERTISSEMENT
RISQUE D’ÉLECTROCUTION

Installation Instructions / Notice de montage

Disconnect the Electrical supply power at the services panel (fuse or circuit 
breaker box). Failure to do so could result in serious injury.
Only qualified electricians should install this luminaire and the installation 
MUST conform to the Canadian Electrical Code Part I, NEC and any local codes 
and ordinances.
Make sure you have the proper tools and materials to complete the installa-
tion before attempting to install the luminaire.

Couper l’alimentation du courant électrique au panneau de service (boîte de 
fusibles ou disjoncteurs), sans quoi il pourrait en résulter des blessures sérieuses.
Seuls des électriciens qualifiés devraient installer ce luminaire et l’installation 
DOIT être conforme au Code canadien de l’électricité, Première partie, NEC 
ainsi qu’aux codes et règlements locaux. 
Assurez-vous d’avoir les outils et le matériel nécessaires à l’installation avant 
d’essayer d’installer le luminaire.

INSTALLATION: COUPER L’ALIMENTATION AVANT L’INSTALLATION

INSTALLATION ENFICHABLE (FIG. 3)
1. Fixez le cordon d’alimentation au réceptacle d’ENTRÉE à une extrémité du luminaire. Le 
cordon d’alimentation se branche uniquement au réceptacle d’ENTRÉE. Ne forcez pas le 
branchement; il devrait se faire aisément.
2. Branchez le cordon d’alimentation à l’alimentation électrique.
3. Consultez la section « Montage en surface » pour les étapes suivantes.

INSTALLATION CÂBLÉE (FIG. 4)
*La boîte de branchement direct est requise (vendue séparément - 67787)
Le guide de connexion complet est fourni avec la boîte de branchement direct

MONTAGE EN SURFACE (FIG. 5)
1. Établissez l'emplacement et l’espace d’installation du FLUO DEL sous l’armoire et marquez 
l’emplacement des vis. Il faut installer le premier luminaire à une distance de 1,8 m (6 pi) ou 
moins d’une prise de courant, sans quoi le cordon d’alimentation ne sera pas assez long.
2. Fixez les agrafes à la surface désirée à l’aide des vis de montage. Resserrez les vis 
solidement. (Illustration 1)
3. Poussez le luminaire à l’intérieur des agrafes jusqu’à ce que vous entendez un ‘’click’’, 
connectez ensuite le cordon d’alimentation au luminaire. (Illustration 2)

RACCORD DE PLUSIEURS LUMINAIRES À L’AIDE DE BRETELLES (FIG. 6)
1. Retirez les vis du capuchon de plastique qui recouvre le port d’alimentation sur le luminaire.
2. La bretelle est munie d’une fiche distincte de connecteur à chaque extrémité et se 
branche dans une direction seulement. Tentez d’insérer une extrémité de la bretelle dans 
le port d’alimentation; si cette démarche échoue, procédez avec l’autre extrémité de la 
bretelle. Ne tentez pas d’insérer la fiche avec force. Assurez-vous que les fiches aux deux 
extrémités sont bien insérées dans les ports des deux luminaires.
NOTE: - La puissance totale raccordable est de 300 watts.
- N’utilisez pas le cordon d’alimentation 120V pour allumer et éteindre les luminaires. Chaque luminaire 
s’allume et s’éteint au moyen de l’interrupteur de mise en marche/d’arrêt situé sur chaque luminaire

INSTALLATION DU CONNECTEUR BOUT À BOUT (FIG. 7)
1. Retirez les vis du capuchon de plastique qui recouvre le port d’alimentation sur le luminaire.
2. Le connecteur bout à bout est muni d’une fiche distincte de connecteur à chaque extrémité 
et se branche dans une direction seulement. Tentez d’insérer une extrémité du connecteur bout 
à bout dans le port d’alimentation du nouveau luminaire; si cette démarche échoue, procédez 
avec l’autre extrémité du connecteur bout à bout. Ne tentez pas d’insérer la fiche avec force.
3. Alignez le connecteur bout à bout des deux luminaires.
4. Poussez le nouveau luminaire vers le luminaire existant jusqu’à ce que les deux soient 
alignés et que les connecteurs puissent s’enclencher l’un à l’autre. Les luminaires 
devraient s’ajuster nettement et justement bout à bout lorsque l’installation est terminée.

INSTALLATION: TURN OFF THE POWER BEFORE PROCEEDING WITH THE INSTALLATION.

PLUG-IN INSTALLATION (FIG. 3)
1. Attach the power cord to the "INPUT" receptacle on one end of the luminaire. Do not 
force connection, it should snap in easily.
2. Plug the power cord into the power supply.
3. Refer to the ‘Surface Mount’ section for the following steps.

HARDWIRE INSTALLATION (FIG. 4)
*The Hardwire Box is required (sold separately - 67787)
Connection guide provided with the hardwire box.

SURFACE MOUNT INSTALLATION (FIG. 5)
1. Determine the position and location of the FLUO LED and mark the position of the 
screws. The first luminaire must be installed within 6 ft of a power outlet; otherwise the 
power cord will not be long enough.
2. Attach the fixing clips to the desired surface using the mounting screws. Tighten the 
screws securely. (Fig.1)
3. Push the luminaire until a ‘’click’’ is heard and then connect the power cord to the 
luminaire. (Fig. 2)

JOINING MULTIPLE LUMINAIRES USING JUMPERS (FIG. 6)
1. Remove the screws on the plastic cap that covers the
power port on the luminaire.
2. The linking cord is fitted with a distinct cord connector plug at each end and will only 
connect one way. Try inserting one end of the linking cord into the power port, if that fails 
try the other end of the linking cord. Do not try to force the plug into the port. Make sure 
plugs on both ends are fully inserted into ports on both fixtures.
NOTE: - Linkable total wattage is 300 watts.
- Do not use jumper cord as a means to turn luminaires on and off. Each light can be individually operated 
by the on/off switch located on each fixture.

INSTALLING OF THE END TO END CONNECTOR (FIG. 7)
1. Remove the screws on the plastic cap that covers the power port on the luminaire.
2. The End to End connector is fitted with a distinct cord connector plug at each end and 
will only connect one way. Try inserting one end of the End-to-End connector into the 
power port of the new fixture, if that fails try the other end of the End-to-End connector. 
Do not try to force the plug into the port.
3. Align the End-to-End connector on end of both luminaires.
4. Push the new luminaire to existing luminaire until they are flush and connectors snap 
together. The luminaires should fit fully and squarely end-to-end when mounting is 
complete.

CAUTION 
• Suitable for use in damp locations.
• Use only on 120 VAC, 60 Hz circuits.
• Operating temperatures: -20 °C to 40 °C (-4 °F to 104 °F)
• 5 year limited warranty.
• For complete dimmer compatibility and warranty information visit 
www.standardpro.com

MISE EN GARDE
• Convient aux emplacements humides.
• N’utiliser que sur des circuits de 120 VAC, 60 Hz.
• Températures de fonctionnement : -20 °C à 40 °C (-4 °F à 104 °F)
• Garantie limitée de 5 ans.
• Pour obtenir des informations complètes sur les gradateurs compatibles 
ainsi que les garanties, visitez www.standardpro.com.

End to End connector (1 unit)
Connecteur bout à bout (1 unité)

   

Fixing Clips (2 units)
Agrafes de fixation (2 unités)

   

Screws (2 units)
Vis (2 unités)

18023 - FLUO LED 120 V

1 INCLUDED IN THE BOX / INCLUS DANS LA BOÎTE

READ and UNDERSTAND these instructions before
installing the luminaire.

WARNING
ELECTRICAL SHOCK HAZARD  

EN FR

LISEZ cette notice et assurez-vous de la
COMPRENDRE avant de monter le luminaire.

 AVERTISSEMENT
RISQUE D’ÉLECTROCUTION

Installation Instructions / Notice de montage

Disconnect the Electrical supply power at the services panel (fuse or circuit 
breaker box). Failure to do so could result in serious injury.
Only qualified electricians should install this luminaire and the installation 
MUST conform to the Canadian Electrical Code Part I, NEC and any local codes 
and ordinances.
Make sure you have the proper tools and materials to complete the installa-
tion before attempting to install the luminaire.

Couper l’alimentation du courant électrique au panneau de service (boîte de 
fusibles ou disjoncteurs), sans quoi il pourrait en résulter des blessures sérieuses.
Seuls des électriciens qualifiés devraient installer ce luminaire et l’installation 
DOIT être conforme au Code canadien de l’électricité, Première partie, NEC 
ainsi qu’aux codes et règlements locaux. 
Assurez-vous d’avoir les outils et le matériel nécessaires à l’installation avant 
d’essayer d’installer le luminaire.

INSTALLATION: COUPER L’ALIMENTATION AVANT L’INSTALLATION

INSTALLATION ENFICHABLE (FIG. 3)
1. Fixez le cordon d’alimentation au réceptacle d’ENTRÉE à une extrémité du luminaire. Le 
cordon d’alimentation se branche uniquement au réceptacle d’ENTRÉE. Ne forcez pas le 
branchement; il devrait se faire aisément.
2. Branchez le cordon d’alimentation à l’alimentation électrique.
3. Consultez la section « Montage en surface » pour les étapes suivantes.

INSTALLATION CÂBLÉE (FIG. 4)
*La boîte de branchement direct est requise (vendue séparément - 67787)
Le guide de connexion complet est fourni avec la boîte de branchement direct

MONTAGE EN SURFACE (FIG. 5)
1. Établissez l'emplacement et l’espace d’installation du FLUO DEL sous l’armoire et marquez 
l’emplacement des vis. Il faut installer le premier luminaire à une distance de 1,8 m (6 pi) ou 
moins d’une prise de courant, sans quoi le cordon d’alimentation ne sera pas assez long.
2. Fixez les agrafes à la surface désirée à l’aide des vis de montage. Resserrez les vis 
solidement. (Illustration 1)
3. Poussez le luminaire à l’intérieur des agrafes jusqu’à ce que vous entendez un ‘’click’’, 
connectez ensuite le cordon d’alimentation au luminaire. (Illustration 2)

RACCORD DE PLUSIEURS LUMINAIRES À L’AIDE DE BRETELLES (FIG. 6)
1. Retirez les vis du capuchon de plastique qui recouvre le port d’alimentation sur le luminaire.
2. La bretelle est munie d’une fiche distincte de connecteur à chaque extrémité et se 
branche dans une direction seulement. Tentez d’insérer une extrémité de la bretelle dans 
le port d’alimentation; si cette démarche échoue, procédez avec l’autre extrémité de la 
bretelle. Ne tentez pas d’insérer la fiche avec force. Assurez-vous que les fiches aux deux 
extrémités sont bien insérées dans les ports des deux luminaires.
NOTE: - La puissance totale raccordable est de 300 watts.
- N’utilisez pas le cordon d’alimentation 120V pour allumer et éteindre les luminaires. Chaque luminaire 
s’allume et s’éteint au moyen de l’interrupteur de mise en marche/d’arrêt situé sur chaque luminaire

INSTALLATION DU CONNECTEUR BOUT À BOUT (FIG. 7)
1. Retirez les vis du capuchon de plastique qui recouvre le port d’alimentation sur le luminaire.
2. Le connecteur bout à bout est muni d’une fiche distincte de connecteur à chaque extrémité 
et se branche dans une direction seulement. Tentez d’insérer une extrémité du connecteur bout 
à bout dans le port d’alimentation du nouveau luminaire; si cette démarche échoue, procédez 
avec l’autre extrémité du connecteur bout à bout. Ne tentez pas d’insérer la fiche avec force.
3. Alignez le connecteur bout à bout des deux luminaires.
4. Poussez le nouveau luminaire vers le luminaire existant jusqu’à ce que les deux soient 
alignés et que les connecteurs puissent s’enclencher l’un à l’autre. Les luminaires 
devraient s’ajuster nettement et justement bout à bout lorsque l’installation est terminée.

INSTALLATION: TURN OFF THE POWER BEFORE PROCEEDING WITH THE INSTALLATION.

PLUG-IN INSTALLATION (FIG. 3)
1. Attach the power cord to the "INPUT" receptacle on one end of the luminaire. Do not 
force connection, it should snap in easily.
2. Plug the power cord into the power supply.
3. Refer to the ‘Surface Mount’ section for the following steps.

HARDWIRE INSTALLATION (FIG. 4)
*The Hardwire Box is required (sold separately - 67787)
Connection guide provided with the hardwire box.

SURFACE MOUNT INSTALLATION (FIG. 5)
1. Determine the position and location of the FLUO LED and mark the position of the 
screws. The first luminaire must be installed within 6 ft of a power outlet; otherwise the 
power cord will not be long enough.
2. Attach the fixing clips to the desired surface using the mounting screws. Tighten the 
screws securely. (Fig.1)
3. Push the luminaire until a ‘’click’’ is heard and then connect the power cord to the 
luminaire. (Fig. 2)

JOINING MULTIPLE LUMINAIRES USING JUMPERS (FIG. 6)
1. Remove the screws on the plastic cap that covers the
power port on the luminaire.
2. The linking cord is fitted with a distinct cord connector plug at each end and will only 
connect one way. Try inserting one end of the linking cord into the power port, if that fails 
try the other end of the linking cord. Do not try to force the plug into the port. Make sure 
plugs on both ends are fully inserted into ports on both fixtures.
NOTE: - Linkable total wattage is 300 watts.
- Do not use jumper cord as a means to turn luminaires on and off. Each light can be individually operated 
by the on/off switch located on each fixture.

INSTALLING OF THE END TO END CONNECTOR (FIG. 7)
1. Remove the screws on the plastic cap that covers the power port on the luminaire.
2. The End to End connector is fitted with a distinct cord connector plug at each end and 
will only connect one way. Try inserting one end of the End-to-End connector into the 
power port of the new fixture, if that fails try the other end of the End-to-End connector. 
Do not try to force the plug into the port.
3. Align the End-to-End connector on end of both luminaires.
4. Push the new luminaire to existing luminaire until they are flush and connectors snap 
together. The luminaires should fit fully and squarely end-to-end when mounting is 
complete.

CAUTION 
• Suitable for use in damp locations.
• Use only on 120 VAC, 60 Hz circuits.
• Operating temperatures: -20 °C to 40 °C (-4 °F to 104 °F)
• 5 year limited warranty.
• For complete dimmer compatibility and warranty information visit 
www.standardpro.com

MISE EN GARDE
• Convient aux emplacements humides.
• N’utiliser que sur des circuits de 120 VAC, 60 Hz.
• Températures de fonctionnement : -20 °C à 40 °C (-4 °F à 104 °F)
• Garantie limitée de 5 ans.
• Pour obtenir des informations complètes sur les gradateurs compatibles 
ainsi que les garanties, visitez www.standardpro.com.

End to End connector (1 unit)
Connecteur bout à bout (1 unité)

   

Fixing Clips (2 units)
Agrafes de fixation (2 unités)

   

Screws (2 units)
Vis (2 unités)

18023 - FLUO LED 120 V

1 INCLUDED IN THE BOX / INCLUS DANS LA BOÎTE
INCLUDED IN THE BOX:

A B C
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FLUO LED

DIMENSIONS AND WEIGHT

A

B

C

10" 14" 23" 35" 47"

A in. (cm) 10 1/4" (26) 14" (35.5) 23" (58.4) 35" (88.9) 47" (119.4)

B in. (cm) 1 1/4" (3.22) 1 1/4" (3.22) 1 1/4" (3.22) 1 1/4" (3.22) 1 1/4" (3.22)

C in. (cm) 3/4" (2) 3/4" (2) 3/4" (2) 3/4" (2) 3/4" (2)

Net weight (lbs) 0.29 0.37 0.47 0.72 0.95

COMPATIBLE DIMMERS1

10" 14" 23" 35" 47"

Brand Model

LEGRAND RH703PTUTC RH730PTUTC RH730PTUTC RH730PTUTC RH730PTUTC

LUTRON

PD-5NE2, PD-6WCL1, 
DVCL-153P2, DVCL-253P2, 
AYCL-253P2, DVRP-253-WH, 
SELV-300P, MACL-153P2

HCL453P, PD-6WCL2, 
DVCL-153P2, DVCL-253P2, AYCL-
253P2, DVELV-300P, SELV-300P, 
MACL-153P2

HCL453P2, PD-6WCL2,  
DVCL-153P2, DVCL-253P2,  
AYCL-253P2, DVELV-300P,  
SELV-300P, MACL-153P2

HCL453P2, PD-6WCL2,  
DVCL-153P2, DVCL-253P2,  
AYCL-253P, DVELV-300P,  
SELV-300P, MACL-153P2

HCL453P, PD-6WCL2,  
DVCL-153P2, DVCL-253P,  
AYCL-253P, DVELV-300P,  
SELV-300P, MACL-153P2

COOPER
RRD-6NA-WH, AAL062,  
SLC03P/SUL06P

DAL06P,  AAL06, SAL06P3 DAL06P,  AAL06, SAL06P3 DAL06P,  AAL062, SAL06P3 DAL06P, AAL062, SAL06P3

LEVITON IPL062, DSM10-1LZ2, DDMX12 IPL062, 66742, DSL06-1LZ2, 
DSM10-1LZ, IPE04-1LZ2, DDMX1

IPL062, 66742, DSL06-1LZ2, 
DSM10-1LZ, IPE04-1LZ2, DDMX1

IPL062, 66742, DSL06-1LZ2, 
DSM10-1LZ2, IPE04-1LZ2, 
DDMX12

IPL062, 66742, DSL06-1LZ2, 
DSM10-1LZ2, IPE04-1LZ2, 
DDMX12

Dimming range : 10%-100%
1 This table shows dimmers that have been tested and have demonstrated proper operation under normal conditions. Each installation being unique, various factors such as load, common neutrals 
or other electrical products on the circuit can, in certain instances, cause variance in system performance. Read and comply to the dimmer installation instructions. Consult dimming system 
manufacturer for additional support in operation. Some dimmers may require more than one product for stable operation. Stanpro recommends to use dimmers designed to work with LED products. 
Older dimmers designed for incandescent products may cause erratic operation.
2 Minimum dimming is > 15%.

CCT Selectable Switch
ON/OFF Switch

(Not available on the 10")
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FLUO LED

Polar candela distribution

PHOTOMETRIC DATA1

Polar candela distribution

Polar candela distribution Illuminance at a distance

Center beam fc Beam width

1.7' 78.3 9.4' 4.9'

3.3' 20.8 18.3' 9.5'

5.0' 9.06 27.8' 14.4'

6.7' 5.04 37.2' 19.4'

8.3' 3.29 46.1' 24.0'

10.0' 2.26 55.5' 28.9'

 Vert. spread: 140.4°
 Horiz. spread: 110.6°

 1 Complete IES files available on our website.

Zonal lumen summary

Zonal lumen summary

Illuminance at a distance

Center beam fc Beam width

1.7' 40.9 9.7' 5.1'

3.3' 10.9 18.9' 9.9

5.0' 4.73 28.6' 15.0'

6.7' 2.63 38.3 20.1'

8.3' 1.72 47.5' 24.9'

10.0' 1.18 57.2' 30.0'

 Vert. spread: 141.5°
 Horiz. spread: 112.6°

Zone Lumens % Fixture
0-30 91.7 21.4
0-40 151.4 35.4
0-60 227.0 64.7
60-90 126.2 29.5
70-100 89.2 20.8
90-120 22.9 5.3
0-90 403.2 94.2
90-180 24.8 5.8
0-180 428.0 100

Zone Lumens % Fixture
0-30 176.2 21.3
0-40 290.5 35.2
0-60 529.6 64.1
60-90 263.8 28.7
70-100 169.6 20.5
90-120 53.4 6.5
0-90 766.4 92.8
90-180 59.7 7.2
0-180 826.1 100

Zonal lumen summary Illuminance at a distance

Center beam fc Beam width

1.7' 23.6 9.0' 4.7'

3.3' 6.27 17.4' 9.1'

5.0' 2.73 26.3' 13.8'

6.7' 1.52 35.3' 18.4'

8.3' 0.99 43.7' 22.8'

10.0' 0.68 52.7' 27.5

 Vert. spread: 138.4°
 Horiz. spread: 108.0°

Zone Lumens % Fixture
0-30 52.3 22.6
0-40 85.9 37.2
0-60 155.4 67.3
60-90 68.3 29.6
70-100 44.3 19.2
90-120 6.6 2.9
0-90 223.7 96.8
90-180 7.3 3.2
0-180 231.0 100

69920 • UCFL10-3W-A-5CWH • 3 W • 3 000 K • 231.0 lm

69921 • UCFL14-5W-A-5CWH • 5 W • 3 000 K •428.0 lm

69922 • UCFL23-10W-A-5CWH • 10 W • 3 000 K • 826.1 lm
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FLUO LED

Polar candela distribution

PHOTOMETRIC DATA1

Polar candela distribution

 1 Complete IES files available on our website.

Zonal lumen summary Illuminance at a distance

Center beam fc Beam width

1.7' 146 11.1' 5.5'

3.3' 38.9 21.5' 10.7'

5.0' 16.9 32.6' 16.2'

6.7' 9.43 43.7' 21.7'

8.3' 6.14 54.1' 26.9'

10.0' 4.23 65.2' 32.4'

 Vert. spread: 145.9°
 Horiz. spread: 116.7°

Zone Lumens % Fixture
0-30 331.3 19
0-40 550.3 31.6
0-60 1 022.3 58.7
60-90 496.3 28.5
70-100 373.8 21.5
90-120 180.4 10.4
0-90 1 518.6 87.2
90-180 222.6 12.8
0-180 1 741.2 100

Zonal lumen summary Illuminance at a distance

Center beam fc Beam width

1.7' 92.2 6.4' 5.4'

3.3' 24.5 12.4' 10.6'

5.0' 10.7 18.8' 16.0'

6.7' 5.94 25.2' 21.4

8.3' 3.87 31.2' 26.5'

10.0' 2.66 37.6' 32.0

 Vert. spread: 124.0°
 Horiz. spread: 116.0°

Zone Lumens % Fixture
0-30 217.8 20
0-40 364.8 33.5
0-60 686.3 62.9
60-90 315.8 29
70-100 223.5 20.5
90-120 76.6 7
0-90 1 002.1 91.9
90-180 88.4 8.1
0-180 1 090.5 100

69923 • UCFL35-15W-A-5CWH • 15 W • 3 000 K • 1 090.5 lm

69924 • UCFL47-20W-A-5CWH • 20 W • 3 000 K • 1 741.2 lm
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