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 �  5 CCT and 5 Power  
Selectable

Covers all CCT and power demands in one 
panel, a perfect choice to light up your space.

 �   PMMA LED Lens

Clear individual PMMA LED lens allows 
for the creation of bright and unified 
light diffusion.

 � Low Profile Design

Slim trim design provides a clean, modern 
and frameless look. With less than 1.7" 
thick, it’s ideal for tight plenums.

L3PNV 
LED BACKLIT PANEL
More versatile than ever!  
With an impressive selection of 5  
color temperatures and 5 wattages, 
the L3PNV series is the perfect solution 
for a wide range of budget-conscious 
projects.
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L3PNV
LED BACKLIT PANEL WITH 5 COLOUR TEMPERATURES  
AND 5 POWER SELECTABLE

• CCT and Power Selectable 
switches

• 120-347 V,  
    0-10 V dimmable driver

• 5 knockouts on the junction box  
    for optimal wiring flexibility

• Earthquake-proof hooks  
to ensure safe installation

• Regular panel trim

• Frosted diffuser for a smooth light output,  
    conforms to standard method of fire test  
    of light diffusers and lenses

• Slim trim design for a sleek  
and frameless look

• Individual PMMA lenses  
 covering each LED chip

L3PNV LED BACKLIT PANEL
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Accessories (Sold Separately)
Multiple options to install L3PNV using these accessories

Surface Mount Kit Suspension KitDrywall Kit

3 000 K

4 000 K

5 000 K

3 500 K

6 500 K


