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 �  Glare-free design  �   Color Selectable  � Easy Installation

This downlight offers a glare-free solution 
with a regressed smooth trim design. It comes 
with 90+ CRI for true color accuracy which is 
perfect to create an ambiance with style.  

Versatile solution available with integrated 5 
color temperature (2 700/3 000/3 500/4 000/ 
5 000 K). Easily select the desired color tempe-
rature using the switch situated on the back of 
LED module.

LED module with LED driver can be easily 
installed with included quick connect wire and 
torsion spring mounting clips.

LPDLTM REGRESSED 
LED Regressed Look 
Downlight
LPDLTM Regressed downlight offers high lumen 
with a glare-free solution while remaining high 
energy efficient. This luminaire is wet location 
listed, making it ideal for use in a breadth of 
indoor and outdoor applications.



Compatible Accessories
Select from a variety of accessories for different installation options!

LPDL Regressed
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Low profile with sleek design and look!

Vapor barrier extenderAdjustable mounting plate 6' Extension CordMounting plate with hanger bars

• Available in 4" and 6", white aluminum trim

• Strong and robust torsion  
    spring mounting clips

• CCT selectable switch is placed  
    on the back of the LED module

• 90+ CRI for true  
    color accuracy

• Air tight and IC rated for direct  
    contact with insulation

• FT4 cable

Square mounting plate Goof rings

• Polycarbonated frosted lens with 110°  
    beam angle


